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Photo: Therese W. Berge

• Ikke-kjemisk bekjempelse av
frøugras i korn

• Ugrasharving er rel. billig metode, 
men er noe usikker

Hypotese: Sensor-basert ugrasharving
(etter kornets oppkomst) vil:

• Gi bedre kontrolleffekt på
ugraset

• Redusere risiko for uønsket
skade på kornet

• Gjøre blindharving
unødvendig



DAT sensor
- jorddekning
- ugrasdekning (U)
- korndekning (K)
- Relativ ugrasdekning
= RWC= U/(U + K)

Photo: Adigo AS

Photo: DAT AS

Photo: Therese W. Berge
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Första fase
(2016-2017)

Andra fase (2018):
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Utveckla algoritmer
(beslutningsregler) 
för sensorstyrd
ogräsharvning
gjenom feltforsøk
och
programmering



• DAT sensor lagrer og 
analyserer bilder i 
sanntid (2 bilder/sek).

• «Jordsensor» (load cell 
+ rigid tine) logger 
jordhardhet i opptil 60 
Hz

Photo: Frode Urdal
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• Naturlig ugrasflora
• Bygg, 3-4 bladstadiet
• 6 ulike intensiteter: 

kontroll (= ikke
ugrasharvet) + 5 ulike
vinkler på tindene

• Konstant hastighet
• Konstant dybde
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Illustration: Frode Urdal

Jordhardhet
(Rådata, 2016, kg)

Relativ ugrasdekning
(ukalibrerte DAT sensor 
data, 2016)

Illustration: Frode Urdal
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Kirkejordet 2016 - Weed cover (June 1st, Pre-harrow)

S 0.916947
R-Sq 49.8%
R-Sq(adj) 48.6%

  
     

Ugrasdekning
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Database med “ground truth” bilder (n=823) vha programvaren “TRAIN”*
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*) a tool to establish ground truth image 
dataset for the calibration and evaluation of a 
machine vision algorithm for sensor-based 
weed harrowing in cereals

Trial Timing No. of images

1 Pre-harrowing 139

Post-harrowing 133

2 Pre-harrowing 141

Post-harrowing 139

3 Pre-harrowing 139

Post-harrowing 138
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